2,000

Blows Per

el Ey

Incredibly
FAST INSTALLATION
of Self-tapping Fasteners

Into All Sorts of Material with
NO SIGNIFICANT TORQUE REACTION!

Quick Change Impact Driver Rapid Reverse Impact Driver Square Drive Impact Wrench

ID375AP-2Q ID375AP-2GRR [l IW375AP-3P

* 1/4" Quick Change * 1/4" Quick Change » 3/8" Square Drive
* Up to 60 ft-lIb torque * Up to 60 ft-Ib torque * Up to 100 ft-Ib torque

IMPROVED DURABILITY

Gear Carrier
Thicker flange for improved
gear pin retention.

Needle Bearing
For long life.

Steel Ball

Reduces thrust-load
Wear on carrier.

Bronze
Bushing

Increased life
and durability.

Ring Guide
High-Carbon steel
to resist wear. Spring
Fatigue-Resistant material. O-Ring Gear Case/Ring Gear
Keeps grease Integral ring-gear in steel-case

in the gear case. to eliminate loosening.

KEY FEATURES:

* High Impact Rate of 5,000 Blows * Drop In Motor for Hassle

Per Minute Free Maintenance Click Here to See
- Free Speed of 4,000 rpm » Made in the USA, Af;ggfs’::;;g}ggs
» Rubber Boot for Hammer Case in Murphy, North Carolina k



