
SIOUX TOOLS PRODUCT BROCHURE | SCREWDRIVERS

SSD4P COMPACT 
PISTOL SCREWDRIVERS 

Features:
• 0.4 HP – High Power to Weight Ratio
• 1-Hand Shuttle Reverse
• 3 Planet Gear-Set – Long Life 
• Ergonomic Features:
 - Integrated Finger Rest
 - Contoured 3-Finger Grip
 - Low Noise
• Drop-In Motors – Ease of Service

0.4 hp Compact Screwdrivers 

Stall Drive

Positive Clutch

Adjustable Clutch
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Model Number
Max. Torque
(soft joint)

Free Speed Weight Length Side To Center
Maximum Air 
Consumption

in lb Nm rpm lb kg in mm in mm cfm l/s

0.4 hp (0.3 kw) Trigger Start - Shuttle Reverse

SSD4P5S 95 10.7 500 1.5 0.7 5.5 140 0.7 17 20 10

SSD4P7S 65 7.3 700 1.5 0.7 5.5 140 0.7 17 20 10

SSD4P11S 45 5.1 1100 1.5 0.7 5.5 140 0.7 17 20 10

SSD4P14S 35 3.9 1400 1.3 0.6 5.0 127 0.7 17 20 10

SSD4P18S 26 2.9 1800 1.3 0.6 5.0 127 0.7 17 20 10

SSD4P26S 20 2.3 2600 1.3 0.6 5.0 127 0.7 17 20 10

SSD4P COMPACT 
PISTOL SCREWDRIVERS 

Stall Pistol Grip

Model Number
Max. Torque
(soft joint)

Free Speed Weight Length Side To Center
Maximum Air 
Consumption

in lb Nm rpm lb kg in mm in mm cfm l/s

0.4 hp (0.3 kw) Trigger Start - Shuttle Reverse

SSD4P5P 95 10.7 500 1.8 0.8 7.0 178 0.7 17 20 10

SSD4P7P 65 7.3 700 1.8 0.8 7.0 178 0.7 17 20 10

SSD4P11P 45 5.1 1100 1.8 0.8 7.0 178 0.7 17 20 10

SSD4P14P 35 3.9 1400 1.6 0.7 6.5 165 0.7 17 20 10

SSD4P18P 26 2.9 1800 1.6 0.7 6.5 165 0.7 17 20 10

SSD4P26P 20 2.3 2600 1.6 0.7 6.5 165 0.7 17 20 10

Positive-Clutch Pistol Grip

Model Number
Max. Torque
(soft joint)

Free Speed Weight Length Side To Center
Maximum Air 
Consumption

in lb Nm rpm lb kg in mm in mm cfm l/s

0.4 hp (0.3 kw) Trigger Start - Shuttle Reverse

SSD4P5AC 60 6.8 500 2.1 1.0 8.5 216 0.7 17 20 10

SSD4P7AC 60 6.8 700 2.1 1.0 8.5 216 0.7 17 20 10

SSD4P11AC 40 4.5 1100 2.1 1.0 8.5 216 0.7 17 20 10

SSD4P14AC 30 3.4 1400 1.9 0.9 8.0 203 0.7 17 20 10

SSD4P18AC 23 2.6 1800 1.9 0.9 8.0 203 0.7 17 20 10

SSD4P26AC 17 1.9 2600 1.9 0.9 8.0 203 0.7 17 20 10

Adjustable-Clutch Pistol Grip


