
ANGLE SANDERS
SIOUX TOOLS PRODUCT BROCHURE | FINISHING

High Power - Rugged Duty

Features and Benefits:
• High Power-to-Weight
• Governed Motor
• Low Profile Head
• Hex in Spindle
• Rotatable Exhaust
• Comfort Side Handle
• Guard Optional on 1.6 hp, 7"
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Model Number
Free Speed Diameter Weight Length

Air Consumption 
Under Load

Air Consumption 
Free Speed

rpm in mm lb kg in mm cfm l/s cfm l/s

1.6 hp (1.2 kW) Angle Sanders

AS16S125 12000 5 125 3.8 1.7 11.0 280 41 19 33 16

AS16S847 8400 7 175 3.8 1.7 11.0 280 41 19 33 16

1.6 hp (1.2 kW) Angle Sander with Guard

AS16SG847 8400 7 175 4.5 2.0 11.0 280 41 19 33 16

2.2 hp (1.6 kW) Angle Sander

AS22S847 8400 7 175 6.1 2.8 12.4 3.5 56 26 37 17

Angle Sanders

General: Air Inlet Size: 3/8" NPT • Recommended Hose Size: 1/2" (13 mm) • Performance rated @ 90 psig (6.2 bar) air pressure
Standard Equipment: Parts List • Safety and Instruction Manual • Spindle Wrenches • Backer Pad • Sanding Guard (AS16SG847)
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